
NON-SKID PAD

•	 Natural rubber pad keeps area rugs from moving 
on hard surfaces

•	 For use over laminated wood, wood, tile and 
other hard floors

•	 Superior cushioning extends the life of your rug
•	 Open grid design lets rugs “breathe”, eases 

vacuuming, protects your floors and provides 
added comfort under foot 

•	 Will not stain, mar or discolor standard flooring
•	 Easy cut to fit
•	 Odor, mildew, mold and vermin resistant
•	 Non-Skid properties guaranteed

Keep Your Area Rugs Safely and Comfortably in Place

For Rugs Over Hard Floors

•	 Application: Area rugs and runners
•	 Manufactured Width: 2’, 3’, 6’ & 12’
•	 Roll Length: 100’
•	 Available Sizes: Prepacked in standard sizes and 

custom cut to fit
•	 Content: Latex/Nylon Scrim
•	 Construction: Mesh
•	 Weight: 16 oz/square Yard
•	 Total Thickness: .14”
•	 Installation Method: Loose lay
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•	 Holds rugs in place on both hard floors and wall 
to wall carpet

•	 Extends the life of your rug
•	 Smooth surface keeps rugs flat
•	 Soft cushion and tentacle grip rubber back for 

comfort underfoot
•	 Will not stain, mar or discolor standard flooring
•	 Suitable for radiant heat floors
•	 Rubber side down on hard floors: Rubber side 

up over carpet

For Rugs Over Hard Floors & Carpets
DURAPLUSH PAD

Keep Your Area Rugs Safely and Comfortably in Place
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•	 Application: Area rugs and runners 
•	 Manufactured Width: 9’ & 12’
•	 Roll Length: 60’
•	 Available Sizes: Prepacked in standard sizes and 

custom cut to fit
•	 Fiber Content: Recycled Polypropylene and Nylon 

Carpet fibers
•	 Construction: Solid Felt, Rubber Backing, Heat 

Fused Face Coat
•	 Fiber Weight: 22 oz/square Yard
•	 Rubber Weight: 16 oz/Square Yard (non-washable 

Rubber)
•	 Total Thickness: 3/16”-1/4
•	 Installation Method: Loose lay


